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NOTE: The rows in blue show results after removing outlying data. Ratings are based on the results shown in blue (Any
outlying data have been removed).

EMULSIFIED ASPHALT  PROFICIENCY SAMPLES SAMPLE NUMBER 33 SAMPLE NUMBER 34

TEST RESULT NO.
LABS AVG. STAND.

DEV.
COEFF.

VAR. AVG. STAND.
DEV.

COEFF.
VAR.

AASHTO T59/ASTM D244:
  Saybolt Furol Viscosity at 25oC

99 26.71 4.0 14.9 27.04 2.8 10.5

92 26.04 1.8 6.73 26.51 1.8 6.95

AASHTO T59/ASTM D244:
Residue by Distillation

          Percent Residue (nearest 0.1%)

100 62.45 1.03 1.65 62.76 0.81 1.29

92 62.53 0.51 0.817 62.81 0.49 0.774

Volume of Oil Distillate (nearest 0.5 mL) 
95 2.30 10.9 469 2.30 10.3 448

89 0.41 0.34 83.5 0.40 0.31 76.2

Penetration of Residue 
99 84.8 9.3 10.93 86.0 8.4 9.78

98 85.0 9.0 10.54 86.2 8.0 9.30

Solubility of Residue
      Percent of Material Soluble (nearest 0.01%) 

70 99.714 0.11 0.108 99.741 0.11 0.110

69 99.717 0.11 0.106 99.741 0.11 0.110

AASHTO T59/ASTM D244:
Residue by Evaporation

          Percent Residue (nearest 0.1%)
79 62.28 5.9 9.55 62.36 5.9 9.39

70 62.78 0.38 0.598 63.03 0.38 0.610

Penetration of Residue 76 71.1 9.4 13.2 72.5 10.4 14.3

73 70.8 8.0 11.2 72.0 8.1 11.2

Solubility of Residue
          Percent of Material Soluble (nearest 0.01%) 57 99.741 0.11 0.109 99.758 0.13 0.130

56 99.744 0.11 0.108 99.768 0.11 0.107



November  2000
AMRL PROFICIENCY SAMPLE PROGRAM

EMULSIFIED ASPHALT SAMPLE NOS.  33 & 34

Test No. 1     Saybolt Furol Viscosity               92 Points

Sample No. 33 Average 26.04 Std. Dev. 1.8 C.V. 6.73 %

Sample No. 34 Average 26.51 Std. Dev. 1.8 C.V. 6.95 %

Labs Eliminated: 11 984 1172 3158 3574 3726 3902

Labs off the Diagram: None



November  2000
AMRL PROFICIENCY SAMPLE PROGRAM

EMULSIFIED ASPHALT SAMPLE NOS.  33 & 34

Test No. 2 Residue by Distillation       92 Points

Sample No. 33 Average 62.533 Std. Dev. 0.51 C.V. 0.817 %

Sample No. 34 Average 62.814 Std. Dev. 0.49 C.V. 0.774 %

Labs Eliminated: 34 1171 1187 3158 3677 3721 3727 3863

Labs off the Diagram: None



November  2000
AMRL PROFICIENCY SAMPLE PROGRAM

EMULSIFIED ASPHALT SAMPLE NOS.  33 & 34

Test No. 3 Percent of Oil Distillate         83 Points

Sample No. 33 Average 0.410 Std. Dev. 0.34 C.V. 83.5 %

Sample No. 34 Average 0.403 Std. Dev. 0.31 C.V. 76.2 %

Labs Eliminated: 11 27 34 1061 1187 3406

Labs off the Diagram: 12 52 455 935 1172 3863



November  2000
AMRL PROFICIENCY SAMPLE PROGRAM

EMULSIFIED ASPHALT SAMPLE NOS.  33 & 34

Test No. 4 Penetration of the Residue @ 25°C         98 Points

Sample No. 33 Average 85.02 Std. Dev. 9.0 C.V. 10.54 %

Sample No. 34 Average 86.23 Std. Dev. 8.0 C.V. 9.30 %

Labs Eliminated: 3325

Labs off the Diagram: None



November  2000
AMRL PROFICIENCY SAMPLE PROGRAM

EMULSIFIED ASPHALT SAMPLE NOS.  33 & 34

Test No. 5 Solubility of the Residue         69 Points

Sample No. 33 Average 99.717 Std. Dev. 0.11 C.V. 0.106 %

Sample No. 34 Average 99.741 Std. Dev. 0.11 C.V. 0.110 %

Labs Eliminated: 41

Labs off the Diagram: None



November  2000
AMRL PROFICIENCY SAMPLE PROGRAM

EMULSIFIED ASPHALT SAMPLE NOS.  33 & 34

Test No. 6 Residue by Evaporation         69 Points

Sample No. 33 Average 62.779 Std. Dev. 0.38 C.V. 0.598 %

Sample No. 34 Average 63.030 Std. Dev. 0.38 C.V. 0.610 %

Labs Eliminated: 38 984 1171 1247 3325 3732 3733 3863 3902

Labs off the Diagram: 1312



November  2000
AMRL PROFICIENCY SAMPLE PROGRAM

EMULSIFIED ASPHALT SAMPLE NOS.  33 & 34

Test No. 7 Penetration of the Residue @ 25°C         73 Points

Sample No. 33 Average 70.84 Std. Dev. 8.0 C.V. 11.2 %

Sample No. 34 Average 72.02 Std. Dev. 8.1 C.V. 11.2 %

Labs Eliminated: 3067 3325 3863

Labs off the Diagram: None



November  2000
AMRL PROFICIENCY SAMPLE PROGRAM

EMULSIFIED ASPHALT SAMPLE NOS.  33 & 34

Test No. 8 Solubility of the Residue        54 Points

Sample No. 33 Average 99.744 Std. Dev. 0.11 C.V. 0.108 %

Sample No. 34 Average 99.768 Std. Dev. 0.11 C.V. 0.107 %

Labs Eliminated: 3902

Labs off the Diagram: 38 1061


